QSD9004 Alarm Recording

Prior to setting up alarm recording on your DVR sSoiee that you have your alarm device
securely connected in the RS-485 port in the b&dtheoDVR.

STEP 1:Press the Menu button on the Front Panel of thR DV

Direction Keys MMenn ISelectI
| ' | |
I j— 11
I . @ ¢ )4
- e m =l = =g =i - ”_./@-
5] eloleolele ok
AChannzl Digit WideoRezorder b T B L L s I B / \L
-1
| S— — ‘ [
. . - - 10
Al POWNER BUTTON [ FLEf 1 et
kAl FONNER! HARD DRNE LIGHTE [l FAETFORMARD hrl  RNGHTT SELECTVEDIT
EN  CHANMELS 1-4/ QUAD Ll =TOR LEN LEFTV MEMU ESCAPE
LN RENND Ll RECORD LN P
3 A Ul PFTZELTTON

STEP 2:Move cursor to RECORD and press the “Select” buttotthe front
panel of the DVR.
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QSD9004 Alarm Recording

STEP 3:Set which channels you want to record (switchQi™)
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STEP 4: Set the pack time; this will determine how longleaecorded file will
be.
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STEP 5:Set Rec. Mode to “TIME SCHEDULE RECORD”
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STEP 6:Move the cursor to “SCHEDULE” and press “Select”

CHANSEL
EESOLUT 1N m
CUALITY BEST

ALDID ENABLE = I SABLE

REC MOIDE | I SCHIDULE RECORD f

=]

FARCK 1 IME LOMIn §

EFALLT AFVLY EX)
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STEP 7:Set which channels you want to schedule under “CNEN’
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STEP 8:Put a checkmark in the box next “ALARM”
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STEP 9:Select the desired dates and times that you wasdhtedule recording for
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STEP 10:0Once you have set your schedule, move the curs®PRLY and press
select.
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STEP 11:Move cursor to APPLY and press Select.
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STEP 12:Move cursor to DEVICES and press the “Select” diuthn the front
panel of the DVR.
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STEP 13:Move cursor to ALARM and press the “Select” buttamthe front
panel of the DVR.
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STEP 14:Set the I/O status to NO, NC, or OFF to their egponding channel.
NO is for Normal Open alarms, NC is Normal Closaals, and OFF is for
stopping all external alarm use.
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STEP 15: Set the conditions (ON/OFF) for triggering theralaecording such as
the hard drive not being detected (HDD LOSS), thiel ldrive almost being used
up (HDD SPACE), and the video feed getting discotedk (VIDEO LOSS).
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STEP 16:If you have an external buzzer, set the buzz kemgthe “OUTPUT”
setting; if not, the DVR has an internal buzzet ttan also be triggered when the
alarm is set off. You can set the buzz lengthlherihternal buzzer under the
“BUZZER setting. Set how long you want the alarrggered buzzer to buzz
under “DURATION".
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STEP 17:Move cursor to APPLY and press the “Select” buttarthe front panel
of the DVR.

STEP 18:Move cursor to EXIT and press the “Select” buttorthe front panel of
the DVR.



