QSD9004 Motion Email Setup

Prior to setting up motion email, be sure that yOMR has the latest firmware and that it is set
up for Network access. It is also recommendedytbatuse Gmail as your email contact due to
its reliability; however, you may use other emaihsces.

STEP 1: Press the Menu button on the Front Panel of thRDV
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STEP 2:Move cursor to “RECORD” press the “Select” buttontbe front panel
of the DVR. (Note: Steps 2 through 19 are for sgttip Motion Detection, a
prerequisite for setting up motion email. If youvYR is already set up for motion
detection, skip to STEP 20)
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STEP 3: Set which channels you want to record (switchQi™).
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STEP 4: Set the pack time; this will determine how longhreaecorded file will

be.

STEP 5:Set Rec.
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Mode to “TIME SCHEDULE RECORD”.
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STEP 6:Move the cursor to “SCHEDULE” and press “Select”.
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STEP 7:Set which channels you want to schedule under “CNEN’.
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STEP 8:Put a checkmark in the box next “ALARM”.
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STEP 9:Select the desired dates and times that you wasthedule recording
for.
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STEP 10:0nce you have set your schedule, move the curs&fRBLY” and
press “Select”.
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STEP 11:Move cursor to “APPLY” and press “Select”.
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STEP 12:Move cursor to “DEVICES” and press “Select”.
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STEP 13:Move cursor to “MOTION” and press “Select”.
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STEP 14:Set which channels you want to enable motion detedbr (switch to
“ON").
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STEP 15:Set the sensitivity level for triggering motion eetion.

STEP 16:Move the cursor to “SETUP” and press “Select”.
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STEP 17:Using the direction keys and the “Select” buttoo gan set the motion
detection area. The area that is red is senstivedtion.
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STEP 18:Move the cursor to “APPLY” and press “Select”.

STEP 19:Move the cursor to “EXIT” and press “Select”.

STEP 20:Move the cursor to “DEVICES” and press Select.
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STEP 21:Move the cursor to “ALARM” and press Select.

STEP 22:Move the cursor to “EMAIL SETUP” and press Select.

STEP 23:Set the email setting from “off” to “on”.



QSD9004 Motion Email Setup

STEP 24:Set SSL to “ON” if you are using Gmail; otherwisef SSL to “OFF".

STEP 25:Set SMTP Port to “00465” if you are using Gmatherwise set SMTP
Port to “00025”.

STEP 26:Under “SMTP” enter the server address of the es@lice that you
use.
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STEP 27:Under “Send Email”, enter your email address.

STEP 28:Under “Send PW”, enter your email’s password.

STEP 29:Under “Recv Email”, enter a secondary email adslres
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STEP 30:Move the cursor to “APPLY” and press Select.

STEP 31:Move the cursor to “Network” and press Select.

STEP 32:Under “DNS”, input the domain name server. This ba found under
the status tab when you log in to your router.
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STEP 33:Move the cursor to “APPLY” and press Select.



